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Specification

LEDDownlightRc-P R150-11W-3000-MW GP

LEDDownlightRc-P R150-11W-4000-MW GP

LEDDownlightRc-P R150-11W-5700-MW GP

LEDDownlightRc-P R200-15W-3000-MW GP

LEDDownlightRc-P R200-15W-4000-MW GP

LEDDownlightRc-P R200-15W-5700-MW GP

LEDDownlightRc-P R200-22W-3000-MW GP

LEDDownlightRc-P R200-22W-4000-MW GP

LEDDownlightRc-P R200-22W-5700-MW GP

LEDDownlightRc-P R200-33W-3000-MW GP

LEDDownlightRc-P R200-33W-4000-MW GP

LEDDownlightRc-P R200-33W-5700-MW GP

LEDDownlightRc-P R150-11W-3000-HG GP

LEDDownlightRc-P R150-11W-4000-HG GP
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LEDDownlightRc-P R200-15W-3000-HG GP
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LEDDownlightRc-P R200-22W-3000-HG GP

LEDDownlightRc-P R200-22W-4000-HG GP

LEDDownlightRc-P R200-22W-5700-HG GP

LEDDownlightRc-P R200-33W-3000-HG GP
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Benefits
•  Visual comfort and sufficient light make working and studying enjoyable

• Average efficacy 100lm/W more than 60% energy savings from CFL downlight 

• Rigid die-cast aluminum heat sink ensures high lifetime of 60000hrs (L70B50)

Features
•  Unique optical lens design 

•  High efficacy 

 •  Excellent thermal management

Store
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Yes

White

IP20, IP44 for exposed part

IK02

No

650°C

1% at 5000h

0.45/0.76/0.76/0.76

PC+Aluminum

PC/PMMA

50/60 

220-240V 

AC 

CRI

Colour Consistency (SDCM)

Dimmable

Housing Colour

IP

IK

Driver integrated (Yes/No)

Glow wire test

Driver failure rate

Weight (pc/kg) -15~45°C
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-25~50°C

140065532

140065533

140065534

140065535

140065536

140065537

140065538

140065539

140065540

140065541

140065542

140065543

140065544

140065545

140065546

140065547

140065548

140065549

140065550

140065551

140065552

140065553

140065554

140065555

140065556

140065557

Item Code

3500

3500

1150

1200

1200

1600

1660

1660

2350

2400

2400

3360

3500

3500

1150

1200

1200

1600

1660

1660

2350

2400

2400

3360

3500

3500

Lumen
(lm)

60000

60000

60000

60000

60000

60000

60000

60000

60000

60000

60000

60000

60000

60000

60000

60000

60000

60000

60000

60000

60000

60000

60000

60000

60000

60000

Lifetime
(L70B50)

600

600

600

600

600

600

600

600

600

600

600

600

600

600

600

600

600

600

600

600

600

600

600

600

600

600

MOQ
(pcs)

33

33

11

11

11

15

15

15

22

22

22

33

33

33

11

11

11

15

15

15

22

22

22

33

33

33

Power
(W)

Specification

LEDDownlightRc-P R200-33W-4000-HG GP

LEDDownlightRc-P R200-33W-5700-HG GP

LEDDownlightRc-P R150-11W-3000-DA MW GP

LEDDownlightRc-P R150-11W-4000-DA MW GP

LEDDownlightRc-P R150-11W-5700-DA MW GP

LEDDownlightRc-P R200-15W-3000-DA MW GP

LEDDownlightRc-P R200-15W-4000-DA MW GP

LEDDownlightRc-P R200-15W-5700-DA MW GP

LEDDownlightRc-P R200-22W-3000-DA MW GP

LEDDownlightRc-P R200-22W-4000-DA MW GP

LEDDownlightRc-P R200-22W-5700-DA MW GP

LEDDownlightRc-P R200-33W-3000-DA MW GP

LEDDownlightRc-P R200-33W-4000-DA MW GP

LEDDownlightRc-P R200-33W-5700-DA MW GP

LEDDownlightRc-P R150-11W-3000-DA HG GP

LEDDownlightRc-P R150-11W-4000-DA HG GP

LEDDownlightRc-P R150-11W-5700-DA HG GP

LEDDownlightRc-P R200-15W-3000-DA HG GP

LEDDownlightRc-P R200-15W-4000-DA HG GP

LEDDownlightRc-P R200-15W-5700-DA HG GP

LEDDownlightRc-P R200-22W-3000-DA HG GP

LEDDownlightRc-P R200-22W-4000-DA HG GP

LEDDownlightRc-P R200-22W-5700-DA HG GP

LEDDownlightRc-P R200-33W-3000-DA HG GP

LEDDownlightRc-P R200-33W-4000-DA HG GP

LEDDownlightRc-P R200-33W-5700-DA HG GP
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Packaging Information

Dimensions(mm)
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LEDDownlightRc-P R150-11W-3000-MW GP

LEDDownlightRc-P R150-11W-4000-MW GP

LEDDownlightRc-P R150-11W-5700-MW GP

LEDDownlightRc-P R200-15W-3000-MW GP

LEDDownlightRc-P R200-15W-4000-MW GP

LEDDownlightRc-P R200-15W-5700-MW GP

LEDDownlightRc-P R200-22W-3000-MW GP

LEDDownlightRc-P R200-22W-4000-MW GP

LEDDownlightRc-P R200-22W-5700-MW GP

LEDDownlightRc-P R200-33W-3000-MW GP

LEDDownlightRc-P R200-33W-4000-MW GP

LEDDownlightRc-P R200-33W-5700-MW GP

LEDDownlightRc-P R150-11W-3000-HG GP

LEDDownlightRc-P R150-11W-4000-HG GP

LEDDownlightRc-P R150-11W-5700-HG GP

LEDDownlightRc-P R200-15W-3000-HG GP
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LEDDownlightRc-P R200-33W-5700-HG GP

LEDDownlightRc-P R150-11W-3000-DA MW GP

LEDDownlightRc-P R150-11W-4000-DA MW GP
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