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Benefits
•  Vibration-proof,  Wind -proof, Rust-proof

•  Excellent thermal management for stable performance

•  Long life, low maintenance cost 

•  Adaptable installation

ApplicationFeatures
•  Slim & Compact design

•  Robust housing and refined finish coating

•  50% lower energy consumption and longer 

    lifespan(30Khrs)

•  IP65,IK08,up to 100lm/W

 Architecture

Landscape Square

 Billboard

Certification

Operating Temperature

Storage Environment

-30-50°C

-30~65°C

Application Conditions

Housing Material

Optical Material

Die-cast Aluminium

PC

Mechanical Properties

Frequency (Hz)

Voltage (V)

AC / DC

50/60

220-240

AC

Electrical Supply

CRI

Colour Consistency (SDCM)

Dimmable

Housing Colour

IP

IK

Driver integrated (Yes/No)

Glow wire test

Weight (kg/pc)

≥80

6

No

Grey

IP65

IK08

Yes

650°C

4.06/5.01

Technical Specifications
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LED FL-E 150W

LED FL-E 200W

180

200

60°（150W/200W) 72°+28°（150W/200W)
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Item Code

LED Floodlight-E II 150W-3000-60D-GY-GP 

LED Floodlight-E II 150W-3000-72+28D-GY

LED Floodlight-E II 150W-4000-60D-GY-GP 

LED Floodlight-E II 150W-4000-72+28D-GY

LED Floodlight-E II 150W-5700-60D-GY-GP 

LED Floodlight-E II 150W-5700-72+28D-GY

LED Floodlight-E II 200W-3000-60D-GY-GP 

LED Floodlight-E II 200W-3000-72+28D-GY

LED Floodlight-E II 200W-4000-60D-GY-GP 

LED Floodlight-E II 200W-4000-72+28D-GY

LED Floodlight-E II 200W-5700-60D-GY-GP 

LED Floodlight-E II 200W-5700-72+28D-GY
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